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This safety manual is intended to point out some of the
basic safety situations that may be encountered during
the normal operation and maintenance of a carrier
mounted hydraulic breaker and to suggest possible
ways of dealing with these conditions. This manual is
NOT a substitute for the hydraulic breaker or carrier
manufacturers’ operator manual(s).

Additional precautions may be necessary, or some
instructions may not apply, depending on equipment,
attachments and conditions at the worksite or in the
service area. The manufacturer has no direct control
over equipment application, operation, inspection or
maintenance. Therefore, it is YOUR responsibility to
use good safety practices in these areas.

The information provided in this manual supplements
the specific information about the machine that is
contained in the manufacturers’ manual(s). Other
information that may affect the safe operation of this
equipment may be contained on safety signs or in
insurance requirements, employer’s safety and training
programs, safety codes, local, state/provincial and
federal laws, rules and regulations.

IMPORTANT! Before you operate the hydraulic breaker
or carrier, make sure you have the manufacturers’
manual(s). If the manufacturers’ manuals are missing,
obtain replacement manuals from your employer,
equipment dealer or directly from the manufacturer.
Keep this safety manual and the manufacturers’
manuals with the machine at all times. Read and
understand all manuals.

Safety videos are available from some manufacturers.
Operators are encouraged to periodically review the
safety video.




Symbol

This Safety Alert Symbol means: “ATTENTION!
STAY ALERT! YOUR SAFETY IS INVOLVED!

The Safety Alert Symbol identifies important safety
messages on equipment, safety signs, in manuals or
elsewhere. When you see this symbol, be alert to the
possibility of death or personal injury. Follow
instructions in the safety message.

Reasons Safety is Important to You:
— Accidents disable and Kill.
— Accidents cost.

— Accidents can be avoided.

Signal Words

Signal words are distinctive words that will typically be
found on safely signs on the machine and other
worksite eguipment. These words may also be found in
this manual and the manufacturer’s manuals. These
words are intended to alert the operator to a hazard and
the degree of sevenity of the hazard.

A BﬁHGER | DANGER indicates a hazardous

situation which, if not avoided, will
result in death or serious injury.

WARNING indicates a hazardous
situation which, if not avoided, could
result in death or serious injury.

CAUTION indicates a hazardous
situation which, if not avoided, could
result in minor or moderate injury.

NOTICE indicates a property
damage message.




It is YOUR responsibility to read and understand the
safety manual and the manufacturers’ manuals before
installing or operating this hydraulic breaker. This safety
manual takes you step by step through the working day.

Hazard Recognition and Accident Prevention depend
upon you being alert, careful and properly trained in the
operation, transport, maintenance and storage of this
equipment.

Graphics have been provided to help you understand
the text.
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Remember that YOU are the key to safety. Good safety
practices not only protect you but also protect the
people around you. Study this manual and all of the
manufacturers’ manuals for this specific machine
configuration. Make the manuals a working part of

a safety program. Keep in mind that this safety manual
is written only for carrier mounted hydraulic breakers.

Contact the manufacturer of your equipment to answer
any questions about safe operation that remain after
studying the manufacturers’ manual(s) and this

safety manual.

Practice all other usual and customary safe
working precautions and above all:

REMEMBER — SAFETY IS UP TO YOU!

YOU CAN PREVENT DEATH OR SERIOUS INJURY
CAUSED BY UNSAFE WORK PRACTICES!




This safety manual covers safe operating practices for
carrier mounted hydrauiic breakers. Hydraulic breakers
may be mounted on many types of cartiers or stationary
mounts. Pictured are the most common but not the only
mounted applications. Remember that safely pairing the
hydraulic breaker with a carrier or mount requires the
breaker manufacturer’s approval.

Contact the manufacturer(s) of your specific equipment
to answer any questions about safe operation that
remain after reading this manual and the hydraulic
breaker and carrier manufacturers’ equipment
manual(s).

hydraulic breakers mounted on carrier applications
approved by the manufacturer. See the manufacturers’
manual(s), dealer or contact the manufacturer for
application information and restrictions.

Match breaker size to the carrier according ¢ the
original manufacturers’ specifications. Make sur

the
carrier has sufficient stability to carry the hydrauhc
breaker and perform the work intended.

Unauthorized modifications of carrier mounted hydraulic
breakers create hazards. Machines should not be
modified or altered unless prior written approval is
obtained from the manufacturer.




Call Before You Dig
Dial 811 (USA only)

888-258-0808
(USA & Canada)
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Call

Before starting any digging project, contact the local
One-Call service by dialing 811 (USA only) to have
underground utilities located. A One-Call referral
number, 1-888-258-0808, is also available for both
USA and Canada.

One-Call will notify participating utility companies that
you intend to dig. You must also call any utility
companies which do not participate in the One-Call

service. Always inspect the jobsite for evidence of
unmarked utilities and contact others if necessary.

Plan The Work

Be aware of the lead time for marking in the work area.
This time may vary from state to state and county to
county. If you do not locate utilities, you may have an
accident or suffer injuries, cause service interruptions,
damage the environment or experience job delays.

Dig
Most utilities mark their underground facilities using

American Public Works Association (APWA)
underground color codes. Verify marks before digging.

In the United States, OSHA Standard 29 CFR 1926.651
requires that the estimated location of underground
utitities be determined before beginning an excavation.
When actual excavation approaches an estimated utility
location, the exact location of the underground
installation must be determined by a safe, acceptable
and dependable method. Other OSHA regulations may
also apply to the jobsite.




Protect Yourself

Wear personal protective clothing and Personal
Protective Equipment (PPE) issued to you or called for
by job conditions.

You may need:

— Hard hat

— Safety boots with non-slip soles

- Safety glasses, goggles or face shield
— Heavy-duty gloves

— Hearing protection

— Reflective clothing

— Wet weather gear

— Respirator or filter mask

Wear whatever is needed—do not take chances.
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WARNING! Prevent death or serious injury from
entanglement. Do not wear loose clothing or
accessories. Restrain long hair. Stay away from ail
rotating components when the engine is running.
Contact, wrapping or entanglement with rotating or
moving parts could result in death or serious injury.




Be Alert!

Know where to get assistance. Know the location and
how to use a first aid kit and fire extinguisher/fire
suppression system.

Be Aware!

Take advantage of training programs offered.

Be Careful!

Human error is caused by many factors: carelessness,
fatigue, overload, preoccupation, unfamiliarity of
operator with the machine and attachment, drugs, and
alcohol to name a few. You can prevent death or serious
injury caused by unsafe work practices.

For your safety and the safety of others, encourage
fellow workers to act safely.

WARNING! Drugs and alcohol affect an operator’s
alertness and coordination and the operator’s ability to
safely operate the equipment which could result in
death or serious injury. Never use drugs or alcohol
while operating the mounted hydraulic breaker.
Never knowingly allow the operation of equipment
when aleriness or coordination is impaired. An
operator taking prescription or over-the-counter
medication must consult a medical professional
regarding any side effects of the medication that would
hinder the ability to safely operate this equipment.
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Know The Rules

Most employers have rules governing operation and
maintenance of equipment. Before you start work at a
new location, check with your supervisor or the safety
coordinator. Ask about the rules you will be expected
to obey.

The Occupational Safety and Health Administration
(OSHA) enforces federal laws within the United States
that apply to safe operation, application and
maintenance of equipment on a worksite. It is the
employer’s responsibility to comply with these laws.
An OSHA representative may periodically inspect a
worksite to see that these laws are being followed.

There may also be local or state/provincial laws or
international regulations that apply to this equipment
and its use, along with specific worksite or employer
rules. It is important that you know and comply with
all applicable laws and rules, including those requiring
operator training and certification.

Safety Rules

LI —

You must be a qualified and authorized operaior |
safe operation of a carrier mounted hydr
You must clearly understand the written
supplied by the manufacturer, be trained—
actual operation of the carrier mounted hydra
breaker—and know the safety rules and reg
the worksite. It is a good safety practice o pw
and explain safety signs and practices and e
others understand the importance of following th
instructions.




Some Rules You Must Work By

— Know the limitations and operating characteristics of
both the carrier and the hydraulic breaker. Match
breaker size to the carrier according to the
manufacturer’s specifications. Make sure the carrier
has sufficient stability to carry the hydraulic breaker
and perform the work intended.

— Always consult the operator manual(s) for proper
guarding for the application. Special glazing or
screens may be necessary to protect the operator
from thrown objects.

— Always wear the seat belt/operator restraint, if
equipped.

— Always have all shields and guards properly installed
before operating.

— Inspect the equipment before each use as specified
by the manufacturer and your employer.

— Never modify or remove any part of the equipment
(except for service—then make sure it is replaced).

— Read and understand all safety signs.

— Know the location of other personnel and machines
and make sure they are a safe distance from the

mounted hydraulic breaker.
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Some Rules You Must Work By {(continued)

— Know the worksite. Be aware of possible hazards,
including utilities, that you may encounter.

— Only use parts and attachments that are approved by
the original equipment manufacturer.

— Make sure you understand the rules covering traffic
at the worksite. Know what all signs, flags, and
markings mean.

— Understand worksite hand, flag, horn, whistle, siren,
and bell signals. (See page 61, Hand Signals.)

— Know when 1o use lights, turn signals, flashers, and
horns.

— Do not allow riders.

— Never lift or swing a load or attachment over anyone.

— Whenever you leave the machine, lower the
attachment to the ground or storage position. Engage
the parking brake. Stop the engine. Cycle the
hydraulic controls, including auxiliary hydraulic
control, to relieve trapped pressure. Engage control
lock/gate lock, if equipped, and remove the ignition
key. (See page 43, Machine Shutdown.)




